DC Centrifugal Fan
@175 x 69 mm

Impeller : 7 blades,made of GRP UL94 V-0
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Motor : DC brushless motor
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Operating temperature : -25~+70°C
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Model Bearing Rated Voltage  Current Speed Maximum Maximum Max. Static Max. Static Niose Mass
System Voltage Range Air Flow Air Flow Pressure Pressure Level
(#3) (Gh&) (BE) (BEEE) ER) ) (RE) (RE) (BED (BE) (BT (RE)
[vDC] [vDC] Al [RPM] [CFM] [m3h] [in-H20] [Pa] [dB-A]  [g]
YY175L24 Ball 24 18.0~26.5 1.0 2200 2315 393.7 0.70 173 375 1300
YY175M24 Ball 24 18.0~26.5 2.1 3100 336.8 572.7 1.47 366 53.8 1300
YY175H24 Ball 24 18.0~26.5 4.6 4000 420.9 715.9 2.30 572 68.2 1300
YY175L48 Ball 438 36.0~54.0 0.4 2200 2315 393.7 0.70 173 375 1300
YY175M48 Ball 43 36.0~54.0 1.1 3200 336.8 572.7 1.47 366 53.8 1300
YY175H48 Ball 43 36.0~54.0 2.6 4300 452.5 769.6 2.65 660.8 733 1300
¥ Dimensions Drawing I Air Flow & Static Pressure Curve
Air Flow [m3¥h]
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