RoHS us C€ &=

Model Bearing  Rated Freq. Current Input
System Voltage power
(B#S) (&)  (BE)  OGRFE)  (BFH) (Th=)
V] [Hz] W]
GW160621AH  Ball 115 50/60  0.40/0.48  46/55
GW160622BH  Ball 230 50/60 0.20/0.24  46/55
Air Flow & Static Pressure Curve
Air Flow [m?*min]
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Air Flow [CFM]

Static Pressure [Pa]

Impeller : 7 blades,made of plastic PBT

B 7 PBTEE

Frame : Made of die-cast aluminum ADC-12
B HE: %% ADC-12

Motor : Capacitor-run induction motor

B K ArEERPER

Motor Protection : Thermally protection
BRRY: R

Speed Maximum Maximum Max. Static Max. Static Niose Mass
Air Flow  AirFlow Pressure  Pressure Level
(€379 (R&) (X&) (BHE) (€959 (2E) (REE)
[RPM] [CFM] [m3/min] [in-H20] [Pa] [dB-A] [l
2850/3300  260/300 7.36/8.5  0.60/0.72 1501180  54/59 1200
2850/3300  260/300 7.36/8.5  0.60/0.72 150/180  54/59 1200

Dimensions Drawing

Above specification is only for reference and subject to change without notice.

PLEBENESE, WHEEERRAITER.



