AC Centrifugal Fan

RoHS ‘us C€ a @250 x 101 mm

Impeller : 11 blades,made of GRP(PA 66) UL94 V-0
R 11 R R R E 4 2B R (JE HE 66) BHRSE S UL94V-0
Motor : Enter rotor & Capacitor-run induction motor

B WM AARTHAZERDEH

Degree of protection : IP44

Bt 1P44

Insulation class : F

HMBERF

Operating temperature : -25~+70°C
TAERE: -25~+70°C

Model Bearing  Rated Freq. Current Input Speed Maximum Maximum Max. Static Max. Static Niose Mass
System Voltage power AirFlow  AirFlow Pressure  Pressure Level
(BS) (B&)  (BE) OFF) (B (Th=) (#3H) (W) (RE) (B[E) (BE) (BEF) (FEE)
[VAC] [Hz] Al W] [RPM] [CFM] [m3¥h] [in-Hz0] [Pa] [dB-A] la]
JH250B2E01  Ball 1~115 60 1.80 207 2900 878 1490 297 740 78 2700
JH250B2E02  Ball 1~230 50 0.72 152 2600 854 1450 2.33 580 75 2700
JH250B2E03  Ball 3~380 50 0.41 150 2600 854 1450 2.33 580 75 2700
I Air Flow & Static Pressure Curve [ Dimensions Drawing
Air Flow [m¥h]
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